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P/N: PLO-0RU-UMC-2LGX 

UNIVERSAL LGX MOUNTING CHASSIS, 2 SLOT, MAGNET MOUNT 

DESCRIPTION 
 Rare earth magnets are integrated into chassis. 

 Installation Materials: Qty 2, Phillips Head wood screws. 

 

STEEL WALL MOUNTING 
 Attach integrated rare earth magnets to a steel surface. Installation is now complete. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

WALL BOARD MOUNTING 
 Lift chassis into position and hold it securely. 

 Select one of the holes towards the top of the chassis and partially screw in one of the screws. 

 Select one of the holes towards the bottom of the chassis and partially screw in one of the screws. 

 Fully fasten each mounting screw until the chassis is securely installed. Do not overtighten the screws. Installation is 
now complete. 

Magnets 

Attachment Holes 
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Subject to change without notice. 

 

TECHNICAL SPECIFICATIONS 

DESCRIPTION UNITS SPECIFICATION 

CHASSIS -- UMM-20 

TOTAL RACK UNITS (1.75”/ RU) RU 0 

HEIGHT in 5.2 

DEPTH INCLUDING FIBER MGT. in 2.1 

REVERSIBLE MOUNTING BRACKETS  Yes 

WIDTH in 2.64 

LGX SLOTS # 2 

NYLATCH SPACING (LGX SLOTS) mm 118 

OPERATING TEMPERATURE °C -40 ~ +85 

STORAGE TEMPERATURE °C -40 ~ +85 

 

 

INSTALLATION SUPPORT 
 
If you encounter issues, please contact us via phone or email. Alternately, you can use the camera on 

your smartphone to scan the QR code below to review the latest product specs and applications or 

submit a contact ticket for support. 

 
PlugIn Optics Customer Technical Support 
Tel: +1 (561) 612-5703 
Email: cx@pluginoptics.com 

 
 

 


