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TECHNICAL SPECIFICATIONS 

DESCRIPTION UNITS SPECIFICATION 

HEIGHT in (mm) 2.6 (66) 

WIDTH in (mm) 13 (330.2) 

DEPTH in (mm) 1.6 (40.6) 

MATERIAL -- .118 GALVANEAL STEEL 

FINISH -- POWDER COAT 

COLOR -- BLACK 

OPERATING TEMPERATURE °C -40 ~ +85 

STORAGE TEMPERATURE °C -40 ~ +85 

 

ORDERING INFORMATION 

PART NUMBER DESCRIPTION 

PLO-U-MMPED-KIT ADJUSTABLE 2-POST PEDESTAL BRACKET KIT FOR MAG MOUNT 

PLO-0RU-UMC-2LGX UNIVERSAL MAGNET MOUNT, 0RU, 2 LGX SLOTS, WALL OR MAGNET MOUNTED 

  

NOTE: PLUGIN OPTICS OFFERS A FULL LINE OF HARDWARE TO DEPLOY WITH UNIVERSAL DISTRIBUTION PEDESTALS.   

PLO-U-MMPED-KIT and PLO-0RU-UMC-2LGX 

FEATURES 
• Universal Design Supports Industry Mounting Stakes 
• Kit Includes 

o Qty 2, L Shaped Brackets 
o Qty 4, Panhead Carriage Bolts, M6 x .5-Inch 
o Qty 4, Panhead Carriage Bolts, M6 x 1-Inch 
o Qty 8, Hex Bolts, M6 
o Qty 8, Flat Washers, M6 

• Adjustable 8-inch to 14-inch width 
 

APPLICATIONS 
• Pedestals and Cabinets 

PLO-U-MMPED-KIT, ADJUSTABLE 2-POST PEDESTAL BRACKET KIT FOR MAG MOUNT 

OVERVIEW 

The Adjustable 2-Post Pedestal Bracket Kit and the PLO-0RU-UMC-2LGX Magnet Mount adds LGX slot capacity to two post 
pedestals. The Universal Design allows you to center the Magnet Mount between the two posts while allowing for sufficient 
ingress cable routing within the pedestal.

CWDM Pedestal Configuration 
Adjustable 2-Post Pedestal Bracket installed in a 
2-Post Pedestal with PLO-0RU-UMC-2LGX and 
Plugin CWDM LGX Module. 


