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FEATURES  USES APPLICATIONS 
Two Sizes Available: Fiber Distribution (FDP) Dedicated Wave Services 

16-Inch x 20-Inch  FTTP Premise/MDU Broadband Services 
24-Inch x 24-Inch  FTTT- Tower Indoor, Outdoor 

Wall, Pole or H-Frame Mount CWDM/DWDM Capacity  
NEMA 4X/IP66 Rating PON/Splitters  

   
 

WALL OR POLE MOUNT BUILDING ENCLOSURES 

OVERVIEW 

Wall or Pole Mount Building Enclosures are heavy-duty polycarbonate enclosures with a NEMA 4X and IP66 protection rating 
built for telecom and fiber network applications. The opaque cover is equipped with a continuous piano hinge, pad lockable 
hasp, two slotted telecom quarter-turn latches, and a telecom approved fire rated wood back panel. These enclosures also come 
with a 6-slot LGX based mounting insert used to house CWDM and DWDM Modules, LGX PLC Splitters, LGX Splice Modules, LGX 
Pigtail Modules or Bulkhead Modules. 

With its heavy-duty polycarbonate frame and fire-rated backboard these enclosures are easily field modifiable to add cable 
grommets, earthing posts and cable management to meet your needs. The LGX compatible insert, with 6 LGX slots, allows for up 
to 72-Fiber SC ports or up to 144-Fiber LC ports with plenty of room for cable management and splicing. 
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TECHNICAL SPECIFICATIONS 

DESCRIPTION UNITS PLO-UBE-6LGX-1620 PLO-UBE-6LGX-2424 

HEIGHT in (mm) 24.15 (613) 27.8 (706) 

WIDTH in (mm) 21.07 (335) 27.8 (706) 

DEPTH in (mm) 9.41 (232) 11.5 (292) 

MATERIAL -- POLYCARBONATE 

IP RATING -- IP66 

COLOR -- GRAY 

OPERATING TEMPERATURE °C -40 ~ +85 

STORAGE TEMPERATURE °C -40 ~ +85 

 ORDERING INFORMATION 

PART NUMBER DESCRIPTION 
PLO-UBE-6LGX-1620  UNIVERSAL OUTDOOR ENCLOSURE, 16X20X8, WALL/POLE MOUNTED, 6 SLOT LGX 
PLO-UBE-6LGX-2424 UNIVERSAL OUTDOOR ENCLOSURE, 24X24X10, WALL/POLE MOUNTED, 6 SLOT LGX 
PLO-UPMK-712-20 POLE MOUNT KIT FOR 16X20 FROM 7-12 INCH POLES 
PLO-UPMK-712-24 POLE MOUNT KIT FOR 24X24 FROM 7-12 INCH POLES 
NOTE: SEE BELOW FOR A FULL LINE OF COMPLIMENTARY LGX MODULE SOLUTIONS.  

PLO-UPMK-712-24 POLE MOUNT KIT 
For 24ʺ Wide Enclosure the 12ʺ Pole 
Kit contains all galvanized steel components and 
zinc-plated steel fasteners, designed to securely 
fasten your enclosure to a metal pole. 
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 POPULAR CWDM/DWDM MODULES 

PART NUMBER DESCRIPTION 
PLO-L1CT-A9C1-LC LGX, 9 CHANNEL, CWDM MUX-DEMUX, 1471-1611NM, 1310, 2% MONITOR, LC-UPC 

PLO-L1CT-C7C1-LC LGX, 7 CHANNEL, CWDM MUX-DEMUX, 1471-1491-1511-1591-1611, 1310WB, 
1550WB, 2% MONITOR, LC-UPC 

PLO-L2DT-B9C1-LC LGX, 8 CHANNEL DWDM +1310 +EXP, MUX-DEMUX, ITU C20-C27, 1561.42 - 1555.75, 
2% MONITOR, LC-UPC 

NOTE: PLUGIN OPTICS OFFERS A COMPLETE LINE OF FLEXIBLE, CUSOMIZABLE CWDM AND DWDM MODULES   

ORDERING INFORMATION 

LGX BULKHEAD MODULES  
PLO-12LGX-BLKFP-LCU 12 PORT LGX BULKHEAD FACEPLATE, 1-WIDE, LC-UPC 
PLO-24LGX-BLKFP-LCU 24 PORT LGX BULKHEAD FACEPLATE, 1-WIDE, LC-UPC 
PLO-12LGX-BLKFP-SCU 12 PORT LGX BULKHEAD FACEPLATE, 1-WIDE, SC-UPC 
PLO-12LGX-BLKFP-SCA 12 PORT LGX BULKHEAD FACEPLATE, 1-WIDE, SC-APC 
PLO-24LGX-BLKFP-SCA 24 PORT LGX BULKHEAD FACEPLATE, 2-WIDE, SC-APC 
NOTE: MOST FIBER CONNECTOR TYPES AND FIBER COUNTS AVAILABLE UPON REQUEST   

OPTIONAL ACCESSORIES 
Plugin LGX Mounting Solutions can be fitted with a host of LGX solutions including DWDM and CWDM, bulkhead modules, 
pigtail modules and LGX splice modules. 
 
 
CWDM and DWDM Modules 
• LGX Based Modules: CWDM or DWDM 

o CWDM up to 16 Channels 
o DWDM up to 40 Channels 

• MUX/DEMUX and OADM Configurations 
• Monitor Port, 1310 and 1550nm Wideband, and Expansion Port Options 

BULKHEAD FACEPLATE MODULES 
• Fiber Patch and Cross Connect 
• LC-UPC, SC-UPC and SC-APC 
• 12-Fiber and 24-Fiber Configurations 
• 1-Wide and 2-Wide Options 
• Available for Most Connector Types and Fiber Counts 
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ORDERING INFORMATION 

LGX PIGTAIL MODULES  

PLO-12LGX-12FLSZH-2MLC 12 PORT LGX MODULE, 1-WIDE, LC-UPC, WITH 2 METER 12-FIBER FLAT RIBBON CABLE 
PIGTAIL, G657A2-LSZH 

PLO-24LGX-24FLSZH-2MLC 24 PORT LGX MODULE, 1-WIDE, LC-UPC, WITH TWO 2 METER 12-FIBER FLAT RIBBON 
CABLE PIGTAIL, G657A2-LSZH 

PLO-12LGX-12FLSZH-2MSC 12 PORT LGX MODULE, 1-WIDE, SC-UPC, WITH 2 METER 12-FIBER FLAT RIBBON CABLE 
PIGTAL, G657A2-LSZH 

PLO-12LGX-12FLSZH-2MSCA 12 PORT LGX MODULE, 1-WIDE, SC-APC, WITH 2 METER 12-FIBER FLAT RIBBON CABLE 
PIGAIL, G657A2-LSZH 

PLO-24LGX-24FLSZH-2MSCA 24 PORT LGX MODULE, 2-WIDE, SC-APC WITH TWO 2 METER 12-FIBER FLAT RIBBON 
CABLE PIGTAIL, G657A2-LSZH 

NOTE: VARIANTS WITH OTHER CONNECTORS AND COUNTS ARE ALSO AVAILABLE UPON REQUEST.   

ORDERING INFORMATION 

LGX SPLICE MODULES  
PLO-12LGX-PSPL-LCU 12 PORT LGX SPLICE MODULE, 1 WIDE, LC-UPC, 12 FIBER RIBBON 
PLO-24LGX-PSPL-LCU 24 PORT LGX SPLICE MODULE, 1 WIDE, LC-UPC, 2X 12 FIBER RIBBON 
PLO-12LGX-PSPL-SCU 12 PORT LGX SPLICE MODULE, 1 WIDE, SC-UPC, 12 FIBER RIBBON 
PLO-12LGX-PSPL-SCA 12 PORT LGX SPLICE MODULE, 1 WIDE, SC-APC, 12 FIBER RIBBON 
PLO-12LGX-PSPL-LCU 12 PORT LGX SPLICE MODULE, 1 WIDE, LC-UPC, 12 FIBER RIBBON 
NOTE: VARIANTS WITH OTHER CONNECTORS AND COUNTS ARE ALSO AVAILABLE UPON REQUEST.   

LGX PIGTAIL MODULES 
• Fiber Patch and Cross Connect 
• LC-UPC, SC-UPC and SC-APC 
• 12-Fiber and 24-Fiber Configurations 
• 1-Wide and 2-Wide Options 
• Available with OSP Rated and Armored 

Cable Lengths Up to 500 Feet 

LGX SPLICE MODULES 
• Fiber Splice and Patch 
• LC-UPC, SC-UPC and SC-APC 
• 12-Fiber and 24-Fiber Configurations 
• Available to Support Most Common Fiber 

Connector Type and Fiber Counts  
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ORDERING INFORMATION 

LGX BASED SPLITTERS  
PLO-L-102-SCA-SCA LGX SPLITTER MODULE, 1X2 PLC, 1-WIDE, SC-APC 
PLO-L-104-SCA-SCA LGX SPLITTER MODULE, 1X4 PLC, 1-WIDE, SC-APC 
PLO-L-108-SCA-SCA LGX SPLITTER MODULE, 1X8 PLC, 1-WIDE, SC-APC 
PLO-L-116-SCA-SCA LGX SPLITTER MODULE, 1X16 PLC, 2-WIDE, SC-APC 
NOTE: VARIANTS WITH OTHER CONNECTORS AND COUNTS ARE ALSO AVAILABLE UPON REQUEST.   

LGX BASED PLC SPLITTERS 
• 1x2, 1x4, 1x8 and 1x16 Variants 
• LGX Mounting 
• Low Loss 
• Indoor or Outdoor Use 
• Temp Range: I-Temp 


